
























































































































CRUISE CONTROL * 

The cruise control device will automatically maintain a constant road speed 
(minimum 25 mph) as selected by the driver 

It should only be used where road conditions permit. Do not use it on con­
gested roads nor when weather and road conditions are poor. 

n Advice 

The cruise control stalk A is located 
below the direction indicator/lighting 
sWitch 

Cruise contro l master switch B 
- press the switch to turn on , the 

warning lamp lights up 
- press the switch to turn oft, the 

warn ing lamp is off 

Selecting a cruising speed 
Drive at the desired speed and 
register it by flicking stalk A up or 
down 
Th e speed IS now memorised and 
automatically regulated 

The regulated speed can be ex­
ceeded by depressing the acceler­
ato r (when overtaking for example) 

Releasi ng the accelerator pedal will 
cause the speed to be regulated au­
tomatically to the memorised speed 

Briefly pushing the control stalk up­
wards will increase the regulated 
speed and pushing it down will 
reduce the regulated speed 

position your foot under the accelerator pedal while the cruise control 
is operating Your reactions may be impeded and movement of your foot res­
tricted 

* According to model 
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CRUISE CO 'NTROL * 

Disengaging the cruise control 

The cruise control will be disengaged on pressing the brake pedal or on 
depressing the clutch. 

Flicking sta lk A toward you will a lso disengage the cruise control 

The memorised speed is not cancelled 

Recalling the memorised speed 

After a disengagement of the cruise contro l, it may be reinstated by flicking 
stalk A upwards 

Increasing the memorised speed 

Move stalk A upwards, hold until the new speed is reached and then release 
the stalk. 

Reducing the memorised speed 

Move stalk A downwards, hold until the new speed is reached and then release 
the stalk . (Minimum regulated speed = 25 mph) 

Cancelling the cruise control operation 
Either switch off the ignition, or 

Press switch B The warning lamp will go out 

" According to model 
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EOUIPMENT FOR YOUR 
COMFORT 

Heating , Ventilation 

Air conditioning/Pollen filter 

Temperature control 

Interior and boot lighting 

Armrest , grab ra il , glove box, docume nt pac k 

Sun visors , rear b li nds, digital clock 

Ashtrays , cig a r lighte rs, grab handles 

Ope n in g roof 

Ground cleara nce 

Hydractive s uspension 

Radio equipment 

Fitting spe ake rs 
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VENTILATION 

1 Air distribution control. 

Face level from the vents 

To the footwells . 

To screen and footwells. 

WI To screen for demisting and defrosting 

The desired air distribution can be obtained by plac­
ing the s lider 1 in the appropriate position 
Whichever position is selected, air flow is always 
available through the face-level vents . 

2 Isolation of passenger compartment 

Fresh air enters heating and ventilation system 

Air inside the vehicle is recycled 
This position avoids the entry of unpleasant odours into the vehicle 
Push the s lider 2 completely to the right. It is recommended that the 
control not be left In the recycling position for longer than necessary 

The normal position will provide a continuous fresh air supp ly to the passenger 
compartment and will avoid misting of the windows 
3 Temperature control 
4 Heater blower control slider. 

1 2 

3 4 
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HEATING 

Air circulation 

Optimum comfort depends on the even distribution of the air in the passenger 
compartment , both at the front and at the rear 

Air intake 

Keep the air intake grille clear (dead leaves , snow) . 

In order to ensure that heating for the rear seating pOSitions is effective, do 
not obstruct the passage of air under the front seats, or the air extractors in 
the boot 

Air vents 

The air vents have thumb-wheels to control and direct the airflow (high-Iow, 
left-right) 
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AIR CONDITIONING * 

Pollen filter * 

Air conditioning 
The system will only operate with the 
engine running 
Press the switch on the dashboard 
Warning lamp on indicates that the 
system is switched on 
For the air conditioning to be fully ef­
fective, the windows should be 
d osed 
The system contains a non-polluting 
CFC substitute 
If after a prolonged stop in direct 
sunlight the inside of the car is hot, 
leave the windows open for a few 
minutes to provide a rap id air 
change, then close them 

Air recycling 
To obtain the most effective cooling 
in the passenger compartment in 
very hot conditions , select the recy ­
cling position 
Push the sl,i,der E completely to the 
left and the booster fan slider A to 
the mid-way position 
It is recommended that the control 
not be left in the recycling position 
for longer than necessary The nor­
mal position wi lll prov1ide a continu­
ous fresh air supply to the passenger 
compartment. 

The system is fitted with a pollen filter which will trap dust, pollen and even 
certain bacteria . 

This filter must be replaced periodically 

To maintain effective operation of the compressor seals, operate the 
air conditioning at least once a month. 

~ According to model 
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AUTOMATIC TEMPERATURE 
CONTROL* 

This system operates in conjunction with the air conditioning to automatically 
regulate the temperature and air flow lin the passenger compartment accord­
ing to the temperature selected . 

Temperature 
The slider B is used to select the desired temperature The position 22 should 
provide the most comfortable conditions in most cases , but can be varied to 
suit your own preference 

There is no point in initially selecting a very hligh or very low temperature to 
obtain a quicker result , the system will control the operation automatically . 

Note 
1 - The system will not always be able to maintain the extreme temperature 

settings blue (maximum cold) and red (maximum hot) 

2 - The temperature in the passenger compartment can not be lower than the 
ambient temperature unless the air conditioning is operating . 

Air flow 
The AUTO position automatically controls the a ir flow into the passenger com­
partment. The automatic operation can be over-ridden by manually selecting 
one of five positions on the s lider from left to right. 

Note 
In the first position to the right of AUTO, the air flow is shut off and the air 
conditioning stopped 

Distribution of demisting air 
When the s lider D is in the screen demist position, an automatic 
programme determines the optimum air flow as a function of the am­
bient temperature 

To direct air towards the screen, put the slider D a little to the left of the demist 
symbol For advice on air distribution see the table on page 50 . 

The temperature can be varied with the slider B , colder to the left , hotter to 
the right 

* According to model 
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